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§ 59.410 State authority.
The provisions of this subpart must

not be construed in any manner to pre-
clude any State or political subdivision
thereof from:

(a) Adopting and enforcing any emis-
sions standard or limitation applicable
to a manufacturer or importer of archi-
tectural coatings; or

(b) Requiring the manufacturer or
importer of architectural coatings to
obtain permits, licenses, or approvals
prior to initiating construction, modi-
fication, or operation of a facility for
manufacturing an architectural coat-
ing.

§ 59.411 Circumvention.
Each manufacturer and importer of

any architectural coating subject to
the provisions of this subpart must not
alter, destroy, or falsify any record or
report, to conceal what would other-
wise be noncompliance with this sub-
part. Such concealment includes, but is
not limited to, refusing to provide the
Administrator access to all required
records and date-coding information,
altering the VOC content of a coating
batch, or altering the results of any re-
quired tests to determine VOC content.

§ 59.412 Incorporations by reference.
(a) The materials listed in this sec-

tion are incorporated by reference in
the paragraphs noted in § 59.401. These
incorporations by reference were ap-
proved by the Director of the Federal
Register in accordance with 5 U.S.C.
552(a) and 1 CFR part 51. These mate-
rials are incorporated as they exist on
the date of the approval, and notice of
any changes in these materials will be
published in the FEDERAL REGISTER.
The materials are available for pur-
chase at the corresponding addresses
noted below, and all are available for
inspection at the Office of the Federal
Register, 800 North Capitol Street, NW,
Suite 700, Washington, DC; at the Air
and Radiation Docket and Information
Center, U.S. EPA, 401 M Street, SW,
Washington, DC 20460; and at the EPA
Library (MD–35), U.S. EPA, Research
Triangle Park, North Carolina.

(b) The materials listed below are
available for purchase at the following
address: American Society for Testing
and Materials (ASTM), 100 Barr Harbor

Drive, West Conshohocken, PA 19428–
2959.

(1) ASTM Method C 1315–95, Standard
Specification for Liquid Membrane-
Forming Compounds Having Special
Properties for Curing and Sealing Con-
crete, incorporation by reference ap-
proved for § 59.401, Concrete curing and
sealing compound.

(2) ASTM Method D 523–89, Standard
Test Method for Specular Gloss, incor-
poration by reference approved for
§ 59.401, Flat coating and Nonflat coating.

(3) ASTM Method D 1640–83 (Re-
approved 1989), Standard Test Methods
for Drying, Curing, or Film Formation
of Organic Coatings at Room Tempera-
ture, incorporation by reference ap-
proved for § 59.401, Quick-dry enamel and
Quick-dry primer, sealer, and
undercoater.

(4) ASTM Method D 3912–80 (Re-
approved 1989), Standard Test Method
for Chemical Resistance of Coatings
Used in Light-Water Nuclear Power
Plants, incorporation by reference ap-
proved for § 59.401, Nuclear coating.

(5) ASTM Method D 4082–89, Standard
Test Method for Effects of Gamma Ra-
diation on Coatings for Use in Light-
Water Nuclear Power Plants, incorpo-
ration by reference approved for
§ 59.401, Nuclear coating.

(c) The following material is avail-
able from the AAMA, 1827 Walden Of-
fice Square, Suite 104, Schaumburg, IL
60173.

(1) AAMA 605–98, Voluntary Speci-
fication Requirements and Test Proce-
dures for High Performance Organic
Coatings on Aluminum Extrusions and
Panels, incorporation by reference ap-
proved for § 59.401, Extreme high dura-
bility coating.

(2) [Reserved]

§ 59.413 Availability of information
and confidentiality.

(a) Availability of information. The
availability to the public of informa-
tion provided to or otherwise obtained
by the Administrator under this part
shall be governed by part 2 of this
chapter.

(b) Confidentiality. All confidential
business information entitled to pro-
tection under section 114(c) of the Act
that must be submitted or maintained
by each manufacturer or importer of
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architectural coatings pursuant to this
section shall be treated in accordance
with 40 CFR part 2, subpart B.

APPENDIX A TO SUBPART D OF PART 59—
DETERMINATION OF VOLATILE MAT-
TER CONTENT OF METHACRYLATE
MULTICOMPONENT COATINGS USED AS
TRAFFIC MARKING COATINGS

1.0 PRINCIPLE AND APPLICABILITY

1.1 Applicability. This modification to
Method 24 of appendix A of 40 CFR part 60 ap-
plies to the determination of volatile matter
content of methacrylate multicomponent
coatings used as traffic marking coatings.

1.2 Principle. A known amount of meth-
acrylate multicomponent coating is dis-
persed in a weighing dish using a stirring de-
vice before the volatile matter is removed by
heating in an oven.

2.0 PROCEDURE

2.1 Prepare about 100 milliliters (mL) of
sample by mixing the components in a stor-
age container, such as a glass jar with a
screw top or a metal can with a cap. The
storage container should be just large
enough to hold the mixture. Combine the
components (by weight or volume) in the
ratio recommended by the manufacturer.
Tightly close the container between addi-
tions and during mixing to prevent loss of
volatile materials. Most manufacturers’ mix-
ing instructions are by volume. Because of
possible error caused by expansion of the liq-
uid when measuring the volume, it is rec-
ommended that the components be combined
by weight. When weight is used to combine
the components and the manufacturer’s rec-
ommended ratio is by volume, the density
must be determined by section 3.5 of Method
24 of appendix A of 40 CFR part 60.

2.2 Immediately after mixing, take
aliquots from this 100 mL sample for deter-
mination of the total volatile content, water
content, and density. To determine water
content, follow section 3.4 of Method 24 of
appendix A of 40 CFR part 60. To determine
density, follow section 3.5 of Method 24. To
determine total volatile content, use the ap-
paratus and reagents described in section
3.8.2 of Method 24 and the following proce-
dures:

2.2.1 Weigh and record the weight of an
aluminum foil weighing dish and a metal

paper clip. Using a syringe as specified in
section 3.8.2.1 of Method 24, weigh to 1 milli-
grams (mg), by difference, a sample of coat-
ing into the weighing dish. For methacrylate
multicomponent coatings used for traffic
marking use 3.0 ± 0.1 g.

2.2.2 Add the specimen and use the metal
paper clip to disperse the specimen over the
surface of the weighing dish. If the material
forms a lump that cannot be dispersed, dis-
card the specimen and prepare a new one.
Similarly, prepare a duplicate. The sample
shall stand for a minimum of 1 hour, but no
more than 24 hours before being oven dried
at 110 ± 5 degrees Celsius for 1 hour.

2.2.3 Heat the aluminum foil dishes con-
taining the dispersed specimens in the forced
draft oven for 60 minutes at 110 ± 5 degrees
Celsius. Caution—provide adequate ventila-
tion, consistent with accepted laboratory
practice, to prevent solvent vapors from ac-
cumulating to a dangerous level.

2.2.4 Remove the dishes from the oven,
place immediately in a desiccator, cool to
ambient temperature, and weigh to within 1
mg. After weighing, break up the film of the
coating using the metal paper clip. Weigh
dish to within 1 mg. Return to forced draft
oven for an additional 60 minutes at 110 ± 5
degrees Celsius.

2.2.5 Remove the dishes from the oven,
place immediately in a desiccator, cool to
ambient temperature, and weigh to within 1
mg.

2.2.6 Run analyses in pairs (duplicate sets
for each coating mixture until the criterion
in section 4.3 of Method 24 of appendix A of
40 CFR part 60 is met. Calculate the weight
of volatile matter for each heating period
following Equation 24–2 of Method 24 and
record the arithmetic average. Add the
arithmetic average for the two heating peri-
ods to obtain the weight fraction of the vola-
tile matter.

3.0 DATA VALIDATION PROCEDURE

3.1 Follow the procedures in Section 4 of
Method 24 of appendix A to 40 CFR part 60.

3.2 If more than 10 percent of the sample
is lost when the sample is being broken up in
2.2.4, the sample is invalid.

4.0 CALCULATIONS

Follow the calculation procedures in Sec-
tion 5 of Method 24 of appendix A of 40 CFR
part 60.

TABLE 1 TO SUBPART D—VOLATILE ORGANIC COMPOUND (VOC), CONTENT LIMITS FOR
ARCHITECTURAL COATINGS

[Unless otherwise specified, limits are expressed in grams of VOC per liter of coating thinned to the manufacturer’s maximum
recommendation excluding the volume of any water, exempt compounds, or colorant added to tint bases.]

Coating category Grams VOC
per liter

Pounds VOC
per gallon a

Antenna coatings ........................................................................................................................... 530 4.4
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